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Increase your fl exibility
with one machine and two rolls



  

       

 
 

             
 

                                  

 

Gruppo Fabbri guarantees quick, efficient and widespread technical assistance, thanks to a team of qualified and multi-lingual professionals, always at the disposal of customers.

DISCLAIMER: The content and information provided in this brochure are intended for general marketing purposes, therefore no subject (person or company) must consider them exact 
or complete. Gruppo Fabbri Vignola S.p.A., its company organizations, managers, officials, employees, agents and consultants will not be held liable (including liability resulting from error 
or negligence, without any limitation) for any direct or indirect loss, damage, cost or obligation which could have been suffered resulting from the use or reliance on that contained or 
omitted in this brochure. Gruppo Fabbri Vignola S.p.A. reserves the right to modify the specifics of its products without any prior notice. For further technical or economical information, 
please contact the Gruppo Fabbri Vignola S.p.A. Sales Department.

Gruppo Fabbri Vignola S.p.A.
Via per Sassuolo, 1863 - 41058 Vignola (MO) - Italy
Tel.: +39 059 768 411 - Fax +39 059 762 864 - info@gruppofabbri.com - www.gruppofabbri.com

Automac 40 is Fabbri Group’s all-in-one response to the diverse needs of high volume food processing facilities in terms of 
usability, speed, versatility, compactness and strength. Made in stainless steel, aluminium and plastic materials, Automac 40 is 
compliant with all your local safety and food standards. Its 2nd film reel version and self-diagnostic properties allow for continuous 
production with minimal interruptions. Automac 40 functions with all major stretch films available on the market, reaching the 
best performances and the highest savings with Fabbri Group’s certified BIOBASED STAR FILM and its other PVC/PE films, in plain 
or printed form for additional communication and branding.

Dimensions Main features
Performance up to 40 packs per minute

2 versions available: 1 or 2 film reels

3 layouts available

Automatic carriage

Self-diagnostic properties

User-friendly monitor

Electric panel IP54

Improved performances with printed films

Easy access for cleaning and maintenance 

Optimized footprint

Options
Extended in-feed conveyors

Different kinds of exit conveyors 

Product exit control photocell

Photocell for registered printed film

Elevator for big trays

Side film-clamps device

Touch-screen 10”

Automatic upper presser

Price-Label transfer kit

Customer devices connection

Server TCP/IP connection

Teleservice 

Other optional features

Second film reel version. Total configurations 
available.

Optional features.  Max. speed 40 packs/min.

 Wrapping programmes. Min. reel width 
280mm.

Max. reel width 
500mm.

2 6 27 40
45 29 280 500Seconds for reel change.
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AUTOMAC 40 ZS - In line

Automac 40 XL - Left Automac 40 XR - Right




